
ENGINEERED FUNCTIONAL COATINGS
W W W . T E C H N I C O A T . E U

Over 25 years TECHNICOAT s.r.o. has been gaining a position of international oil&gas supplier. 
Job-coating services are provided from 4 production plants: 
Czech Republic, Poland, Romania and India. 
We offer a wide range of coatings including Xylan, Everslick and Epoxy coatings. 

- Clamp&Torus Connectors -
(Hubs, Piston Housing, Stems) 

- Actuators -
- Valves, Chokes -

- Piping Connections -
- Fasteners -

- Guide Funnels -
 - UWD Systems -

 - Manifolds, Penetrators -

- On Time Delivery -  
- 24-Hour service -

- One stop service  -
(all coating process under one roof)
 - Increased customer capacity  -

- Surface finish recommendations -
- Competitive pricing -

- High quality & On-site inspection -
- Packing & shipping worldwide -

TYPICAL APPLICATIONS/PRODUCTS OUR PLANTS OFFER

TECHNICOAT s.r.o. I Planá 87 I 370 01 I České Budějovice I Czech Republic I www.technicoat.eu I info@technicoat.cz I + 420 387 203 031

O I L

G A S
&

C O A T I N G S  F O R



CAMERON SCHLUMBER
A-2511, A-4028, A-004030, A-018049, A-020021,  A-020031, A-020034, A-020030, X-027055, X-004038, 
X-027022, X-27040, X-27047, X-27088, X-027099, X-027064, X-027062, X-027103, X-027109, X-027256, 

X-088711 and several other A-spec and X-spec

TECHNIPFMC
4011, 4022, 4067, C80133, C80149, C80159-J, C80162, C80164, C80300, C80301, C80400, C80401, 

C80603, C80902, C81000, C81001, C8002, C81004, C81008, C81012, C81017, C81606, C81906, C81015, 
C81009, C81010 and several other and C-spec

GE
VGS 2.17.9, VGS 6.3.3, VGS 6.3.14, VGS 6.2.3, VGS 6.3.1, VGS 6.3.4, VGS 19.1.23, VGS 2.17.9, VGS 6.1.35, 

VGS 2.19.17, VGS 6.1.20, VGS 6.1.25, VGS 6.3.2, N1041051-000SP1, N1041051-000SX1

AKER SOLUTION
C-156, C-110, C-164, C-172, C-149

VAM
EMAR01, TSLI 381

OUR CAPABILITIES

WE PROCESS PARTS UP TO 11 000 LBS,  
MAXIMUM DIMENSIONS: W 16 ft x L 10 ft x H 10 ft

SURFACE PREPARATION
• Thermal degreasing
• Hot high pressure water degreasing
• Aluminium oxide grit-blasting
• Mn-phosphating
• Zn-phosphating
• Alkaline degreasing
• Shot&glass beads peening
• Base coat application

CURED COATINGS
• Computer-controlled curing processes 
   at temperatures ranging from 150°C to 450°C
• Air dry painting

QUALITY CONTROL
• Weathering degrees of unpainted steel surfaces
• Final coating thickness test
• Adhesion test
• Cure test, Whitford test method 
  115A 50 times with MEK + 115B with Solvent
• Holiday test (pinhole detection)
• Spark test 
• And more tests according to different standarts

CONTROL METHODS
• NS 476 FROSIO - level III.
• ISO certificate 9001:2016
• Norsok standard M-501
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